AGITADOR DE ESTRUME

CARACTERISTICAS PRINCIPAIS

- Engate a 3 pontos cat. 11,

- T.O.F - 540 r.p.m,
- Regulagio da inclinagio atravis de cilindro hidraulico,

- Ghassl desmontével ¢ intelraments galvanizado,

- Portas de Inspecgio para manutengdo,

- Esplral 8 60 cm, com raspadores ajustivels.

- Suporte am'Y para apoiar e proteger a espiral no fundo da fossa,
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AGITADOR DE ESTRUME

CARACTERISTICAS PRINCIPALES

- Enganche a 3 puntos cat. 11,

- T.OLF. - 540 rp.m.

- Regulacion de |a inclinacién a través de cilindro hidraulico.

- Chasls desmontable y completamente galvanizado.

- Puertas de Inspecclén para mantenimiento.

- Espiral @ 60 cm, con raspadores ajustables.

- Soporte en Y para apoyar y proteger la espiral en el fondo de la fosa,
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AGITATEUR DE SORTIE

PRINCIPALES CARACTERISTIQUES

- Attelage a 3 points chat. 11,
- T.OLF. - 540 rpm

- Réglage de l'inclinaison par vérin hydraulique.
- Chiissis demontable et entierement galvanisé.

- Portes d'inspection pour la maintenance,
- Spirale @ 60 cm, & raclettes réglables.

- ¥ support pour soutenir et protéger la spirale au fond de la fosse.
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'STUMP AGITATOR

MAIN CHARACTERISTICS

- Hitch to 3 points cat. .

- T.OLF. - 540 rp.m.

- Tilt adjustment by hydraulic eylinder.

- Dismountable and fully galvanized chassis,

- Inspection doors for maintenance.

- Spiral @ 60 cm, with adjustable scrapers.

- ¥ support to support and protect the spiral at the bottom of the pit.
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